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High sensitivity PH meter

PH

Bench top PH meter

PH

Stomacher

Paddle Blenders, also
known by the common
brand name Stomachers,
are used primarily in
microbiology applications
to extract and wash intact
microbes into solution.
They are very common
tools for food testing
laboratories, and are also
used in environmental labs
and life science research
labs.




HPLC-RI detectors and LC
solutions software with
required standards and
accessories

Mini centrifuge (For 6
micro-centrifuge tubes)

Digital thermal Dry-bath

Fluro-meter (Nano drop)

Biosafety cabinet-Class-I1

Auto Clave 40L (standard
operation)

Standard (Gradient)PCR

Ra Time PCR
Horizontal Gel | A self-contained, one body
Electrophoresis with | horizontal gel

power pack

electrophoresis unit that
consists of the gel box and
power supply combined....
The gel box can hold up to
500ml running buffer, The
power supply has one key
selection of preset
voltages (18,25,35,50,70,100
and 135V) and a timer
feature)

Analytical UPLC with PDA
UB-visible, ELSD, MSD,
Fluorescence,

Conductivity and and RI
detectors and Lc solutions
software With required
standards and accessories

Analytical UPLC with PDA
UB: ACQUITY UPLC/ PDA:
UV Filter Agents and
Preservatives. Peter J, Lee
;; a PDA library and
perform library matching
and peak purity analysis
through Empower 3
Software.9,10...angle of Oe
means that the spectra
overly




UV-VIS-NIR
Spectrophotometer (With
all standard accessories)

UV/VIS/NIR spectroscopy
is a powerful analytical
technique to determine the

optical properties
(Transmittance,
reflectance and

absorbance) of liquids and
solids. It can be applied to
characterize
semiconductor materials,
coatings, glass and many
other research and
manufacturing materials.
UN/Vis spectroscopy is
routinely used in analytical
chemistry for the
quantitative determination
of different 2113333
analyses, such as transition
metal ions, highly
conjugated organic
compounds, and certain
biological macromolecules.
Measurement is usually
carried out in solution.

GC-TOF Mass
spectrometer (With all
standard operating

operating accessories)

The most commonly used
mass spectrometers in gas
chromatography are
systems based on
quadruple analyzers. Other
analyzers used in GC/MS
are ion  traps. Both
analyzers used the same
principle. Four poles are
connected into the
electrical circuit this
electrical field enables to
generate scanning in time.
Fragments coming from
ion source through ion
optics enter the analyzer.
The ions separation is
accomplished by applying
alternation RF frequency
and DC voltage to
diagonally opposite ends of




the quadruple, which in
turn allows a specific mass
fragment.

FT-IR spectrophotometer

Fourier-transform infrared
spectroscopy (FTIR) is a
technique used to obtain an
infrared spectrum of
absorption or emission of a
solid, liquid or gas. An FTIR
spectrometer
simultaneously collects
high-resolution spectral
data over a wide spectral
range.

Light illumination colony
counter

A colony counter is an
instrument used to count
colonies of bacteria or
other microorganisms
growing on an agar plate.
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